
HUBER+SUHNER Test+Measurement

LOW PIM TEST LEADS

273 Type RG393/Nm/Nm/1000
Item 23005925

Cable RG 393 /U

Connector 2x N(m)

Length 1000 mm

Impedance 50 Ω

Max. freq. 5 GHz

Loss 1.64 dB 11)

PIM prod. ≤-165 dBc

274 Type RG393/Nm/716m/1000
Item 23005926

Cable RG 393 /U

Connector N(m) - 716(m)

Length 1000 mm

Impedance 50 Ω

Max. freq. 5 GHz

Loss 1.64 dB 11)

PIM prod. ≤ -165 dBc

275 Type RG393/716m/716m/1000
Item 23005927

Cable RG 393 /U

Connector 2x 716(m)

Length 1000 mm

Impedance 50 Ω

Max. freq. 5 GHz

Loss 1.64 dB 11)

PIM prod. ≤ -165 dBc

276 Type RG393/716m/716m/1500
Item 23005928

Cable RG 393 /U

Connector 2x 716(m)

Length 1500 mm

Impedance 50 Ω

Max. freq. 5 GHz

Loss 2.08 dB 11)

PIM prod. ≤ -165 dBc

277 Type RG393/716m/716f/1000
Item 23005929

Cable RG 393 /U

Connector 716(m) - 716(f)

Length 1000 mm

Impedance 50 Ω

Max. freq. 5 GHz

Loss 1.64 dB 11)

PIM prod. ≤ -165 dBc

11) Attenuation values specified are typical values at +25°C ambient temperature and maximum operating frequency


